


The Forecourt model includes Multiple versions such as Air and 
water, compressor and coin mech options. With the option of 
two styles you can choose from slim-line and retractor  

Part No. Description 

D10 Wall Mounted 

D20 Pedestal Mounted 

D25 Pedestal Mounted Air & Water 

¶ Audible visual end of cycle signal 

¶ Auto start inflation 

¶ Default to safe setting 

Part No. Description 

A10 Wall Mounted 

A20 Pedestal Mounted  

¶ Aluminium Die-cast housing  

¶ Robust electronics provides high accuracy  

¶ Default to safe setting  

Part No. Description 

D60 Wall Mounted 

¶ Electronic reset pressure 

¶ Robust lightweight plastic housing 

¶ Highly accurate ceramic sensor  

¶ Auto-start inflation  

¶ Auto-start inflation 

¶ Air and water options 

¶ Default to safe setting 



Part No. Hose Type Connector Style 

WM1H02 7.6m Co-axial Single Clip-on 

WM1H01 7.6m Co-axial Twin Hold-on 

WM2H02 7.6m Twin Twisted Single Clip-on 

WM2H01 7.6m Twin Twisted Twin Hold-on 

WM3H02 7.6m Air Hose Single Clip-on 

WM3H05 8.5 Black Polyurethane  Euro Style 

¶ Wall Mounted or Pedestal Mounted  

Part No. Description 

P10H02 6 Litre ôôAutoPortairôô 

¶ Attractive compact ótake anywhereô unit 

¶ Robust polyethylene outer casing 

¶ Re-charges automatically when returned to 
charge point  

The perfect meter for service bays, garage forecourts, 
showrooms and workshops  

Part No. Hose Type Connector Style 

PM1H02 7.6m Co-axial Single Clip-on 

PM1H01 7.6m Co-axial Twin Hold-on 

Part No. Description 

PG1H01 Pavement Gauge 

RHA2020 Replacement Hose 

Globally used and recognised for its robust and easy to use 
design 

¶ Made from heavy duty allow 

¶ Easy to read toughened glass dial 



Part No. Description 

D12 Wall Mounted 

Its modern touchscreen and sensory technology partnered with the latest    
sensory and modem electronics makes this a cost effective product for any tyre 
inflation service. 

 

¶ Beat seat overpressure facility 

¶ Nitrogen (N2) purge 

¶ Auto-start inflation  

Part No. Description 

D13 Wall Mounted Multi Hose Variant 

Differing from the Tyreshop Model, this can inflate 
four tyres simultaneously  

 

¶ Beat seat overpressure facility 

¶ Nitrogen (N2) purge 

¶ Auto-start inflation  

Part No. Voltage Hose Length Connection 

QUBE1 230v (UK Plug) 5m (16 Foot) Euro Clip-on 

QUBE2 230v (EU Plug) 5m (16 Foot) Euro Clip-on 

QUBE2 230v (Aus Plug) 5m (16 Foot) Euro Clip-on 

QUBE4 120v (US Plug)  5m (16 Foot) Euro Clip-on 

Ideal For indoor use, this inflator uses touch screen technology.  

3 Modes of inflation include:  
- The standard inflate and deflate function      
- Tyre shop mode with overpressure  
- N2 fill and air to N2 conversion 



Part No. Hose Length Tyre Valve Connection 

ALG3H03 0.53m (21") Twin hold-on 

ALG3H04 0.53m (21") Single clip-on 

ALG3H031 0.36m (14") Short stem twin hold-on 

ALG3H05 1.8m (6ft) Twin clip-on 

ALG3H06 2.7m (9ft) Twin clip-on 

ALG3H061 2.7m (9ft) Single clip-on 

A handheld slim line designed gauge. With a cast aluminium body and a    
rubber bumper it is impact resistant making practical for busy garages and 
workshops  

¶ Robust electronic design 

¶ Ceramic sensor 

¶ Easy to read digital display 

¶ Lightweight and shock resistant construction  

Part No. Hose Length Tyre Valve 
Connection 

Calibration 

DAC1A03 0.53m (21") Twin hold-on 0-174lbf/inĮ 

DAC1A06 2.7m (9ft) Twin clip-on 0-174lbf/inĮ 

DAC1A08 1.8m (6ft) Euro clip-on 0-174lbf/inĮ 

DAC1C03 0.53m (21") Twin hold-on 0-12bar 

DAC1C06 2.7m (9ft) Twin clip-on 0-12bar 

DAC1C08 1.8m (6ft) Euro clip-on 0-12bar 

Part No. Description Hose Length Tyre Valve Connection 

DTI08 DTI Tyre Inflator 1.8m Euro Connector 

DTI081 DTI Tyre Inflator 0.5m Euro Connector 

This Highly accurate tyre inflator is easy and simple to 
use with a finger and thumb trigger to inflate and de-
flate the tyres and a clear screen. 

¶ Low Maintenance 

¶ Suited for tyre shop environments  

¶ Auto power off function to save battery meaning it 
could last 1000 hours 


